
PA
VE

RS

90

te
ch

o-
bl
oc

.c
om

PALLET OVERVIEW

    Klean-Bloc technology will be 
available Spring 2021.  
See page 22.

Product is available in HD2 while 
quantities last.

NOTES
See page 60 to 62 for more technical 
information. When used in a permeable 
pavement application, see page 99 to 104 
for more technical information.

See page 29 for more information about 
applications.

JOINT WIDTH: 5/8” ( 15 mm) 
% OF SURFACE OPENING: 7.8 % 
INFILTRATOIN RATE: 909 in./hr 
(23 094 mm/hr)

MIKA

Specifications per pallet Imperial Metric

Cubing 107.63 ft2 10.00 m2

Approx. Weight 3 012 lbs 1 366 kg

Number of rows 10

Coverage per row 10.76 ft2 1.00 m2

Linear coverage per row  Depth 11.77 lin. ft 3.59 lin. m

Length 29.25 lin. ft 8.92 lin. m
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Unit dimensions in mm Units /pallet
A Height 2 3/4 70 320 units

Width 4 7/16 112
Length 11 279

Mika

Rock Garden Brown Onyx Black

01 | Linear pattern 02 | Linear pattern 03 | Herringbone pattern 04 | Herringbone pattern

MIKA 01 - Linear Pattern

MIKA 02 - Linear Pattern MIKA 03 - Herringbone Pattern MIKA 04 - Herringbone PatternPatterns are for design inspiration only. The installer is responsible to calculate & purchase the correct amount of material.

DESCRIPTION : Paver TEXTURE :  Klean-Bloc Slate (available Spring 2021) 
HD2 Slate (while quantities last)


